
Product Number Packaging Set contents lbs
00 20 16 35 12 115 / 35 22 115 / 35 32 115 / 64 32 120 / 77 02 115 / 77 42 115 / 92 34 36 1.59
00 20 16 P  34 12 130 / 34 22 130 / 34 32 130 / 79 02 120 / 79 02 125 / 79 42 125 1.27
00 20 16 P ESD 34 12 130 ESD / 34 22 130 ESD / 34 32 130 ESD / 79 02 120 ESD / 79 02 125 ESD / 79 42 125 ESD 1.29
00 20 17  35 12 115 ESD / 35 22 115 ESD / 35 42 115 ESD / 64 32 120 ESD / 77 02 115 ESD / 77 32 115 ESD 1.53
00 20 18 35 22 115 / 77 02 115 / screw drivers  0.4 x 2.5 / 0.5 x 3.0 / 0.6 x 3.5 / 0.8 x 4.0 / PH0 / PH1 1.01
00 20 18 ESD  35 22 115 ESD / 77 02 115 ESD / screw drivers  0.4 x 2.5 / 0.5 x 3.0 / 0.6 x 3.5 / 0.8 x 4.0 / PH0 / PH1 1.03

Electronics Pliers Sets 
for working on electronic components

00
20

00 20 16
7 parts, contains 6 electronics pliers and one pair of precision tweezers;  
case made of hard-wearing polyester fabric, pliers are held by elastic 
band, zippered

00 20 16 P
6 parts, contains 6 precision electronics pliers; case made of hard-
wearing polyester fabric, pliers are held by elastic band, zippered

00 20 16 P ESD
6 parts, contains 6 ESD precision electronics pliers, electrically  
discharging version; case made of hard-wearing polyester fabric,  
pliers are held by elastic band, zippered

00 20 17
6 parts, contains 6 ESD electronics pliers, electrically discharging version; 
case made of hard-wearing polyester fabric, pliers are held by elastic 
band, zippered

00 20 18
8 parts, contains 2 electronics pliers and 6 electronics screwdrivers; 
practical storage box, shock-resistant plastic, with foam insert

00 20 18 ESD
8 parts, contains 2 ESD electronics pliers and 6 electronics screwdrivers,  
electrically discharging version; practical storage box, shock-resistant 
plastic, with foam insert

ESD Pliers (electrostatic discharge)

Electrostatic energy is discharged through 
the handles in a gradual and controlled 
manner which protects components  
endangered by electrostatic discharge  
in accordance with applicable standards, 
e.g. IEC TR 61 340-5, DIN EN 61 340-5,  
SP Method 2472

00 20 16

00 20 16 P

00 20 16 P ESD

   

00 20 17

   

00 20 18

00 20 18 ESD

   

203




